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Abstract
The solidification process in continuous casting is a critical part of steel production. The speed
and quality of the solidification process determines the quality of the final product.
Computational fluid dynamics (CFD) simulations are often used to describe the process and
to design its control system but, so far, there has been no tool that provides an online
measurement of the solidification front of hot steel during the continuous casting process. This
paper presents a novel magnetic induction tomography (MIT) solution, developed in the
EU-funded SHELL-THICK project, to work in a real casting setting and to provide a real-time
and reliable measurement of the shell thickness in a cross section of the strand. The new MIT
system was installed at the end of the secondary cooling chamber of a casting unit and tested
over several days in a real production process. MIT is able to create an internal map of
the electrical conductivity of hot steel deep inside the billet. The image of electrical conductivity
is then converted to a temperature profile that allows the measurement of the solid, mushy and
liquid layers. In this study, such a conversion is done by synchronizing in one time step the MIT
measurement and the thermal map generated with the actual process parameters available at that
time. The MIT results were then compared with the results obtained with the CFD and thermal
modelling of the industrial process. This is the first time in situ monitoring of the interior
structure has been carried out during a real continuous casting.

Keywords: steel solidification, shell thickness, continuous casting process, CFD modelling,
magnetic induction tomography

(Some figures may appear in colour only in the online journal)

1. Introduction

The dynamic of the steel solidification processes in continu-
ous casting has been the subject of many scientific studies

Original content from this workmay be used under the terms
of the Creative Commons Attribution 4.0 licence. Any fur-

ther distribution of this work must maintain attribution to the author(s) and the
title of the work, journal citation and DOI.

[1, 2]. Theoretical models are proposed to partially describe
the parameters that affect these processes, such as thermal
convection either in a different metal such as aluminium or
in lab-based tests [3–5]. Laboratory experiments are possible
using x-ray computed tomography to demonstrate different
phases of structures [6, 7]. Real-time monitoring of the pro-
cess was not possible due to the harsh environment of the real
casting process. Thermal imaging of the exterior of the casting
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billet is possible, but no information from internal structures
is available [8, 9].

This paper presents a novelmagnetic induction tomography
(MIT) solution to work in a real continuous casting machine
and to provide a real-time measurement of the shell thickness
in a cross section of the strand at the end of the secondary
cooling chamber. A laboratory version of the new MIT device
was verified in a test with a low melting alloy, demonstrating
the potential use of the MIT system for imaging deep inside
metallic materials [10]. In these lab-based tests the temperat-
ure profile reconstructed in the MIT images were verified with
thermocouple data. This paper describes an improved version
of the MIT system used in [10], and the results were obtained
in the field test for the new tomography device when it was
installed in the continuous casting machine of the steel com-
pany Ferriere Nord (FENO).

2. The new MIT system

MIT is an emerging and noninvasive imaging technique based
on the principle of eddy current induction in conductivemedia.
Induction tomography provides a contactless method of ima-
ging the electrical conductivity of an object: an array of excit-
ation and receiving coils provides multiple measurements of
mutual inductances that are used by the tomographic image
reconstruction software to image the electrical conductivity
distribution [11].

The MIT scenario proposed in the SHELL-THICK pro-
ject, in order to image the billet inside and visualize the shell
thickness of a cross section, is described in figure 1. A probe
equipped with a series of coils, which can be alternatively
operated in transmission or receptionmode, is installed around
the billet to create a 2D electrical conductivity map of the billet
cross section. Based on the electrical conductivity difference
between the solid shell, the mushy region and the liquid core,
boundaries between the different domains could be identified.

2.1. The new tomography device

The new MIT device consists of 16 rectangular coils fixed to
a square structure surrounding the solidifying billet, each side
of the square featuring four coils. Table 1 shows information
about the coil design for theMIT system inwhich an excitation
frequency of 130 Hz was used.

The device for the industrial process was developed by fol-
lowing an iterative process. The phase differences between
transmitted and received signals are used as MIT data and we
collected 240 measurements from 16 sensors (16 × 16 − 16),
which gives 120 independent measurements.

First, a dummy prototype was built with a wood struc-
ture and tested at FENO facilities to assess the effective-
ness of the cooling strategy and the dimensional stability of
the system under significant heat radiation. Then, based on
the experience acquired during the first test, the tomography
device to be installed in the secondary cooling chamber of the
continuous casting machine was developed (see figures 2(a)
and (b)), replacing the wood structure by a robust stainless
steel backbone and introducing a ceramic material, in place

of the wood sheets, to avoid any mechanical deformation. The
device has a dedicated cooling station to maintain steady state
conditions. The cold side of the heat exchanger is connec-
ted to the primary circuit of the continuous casting machine.
The system includes a refilling tank to compensate leakage of
the circuit. Real-time software on a dedicated PC controls the
tomographic device and the cooling water station.

The MIT device was installed at the end of the secondary
cooling chamber of one of the strands of the continuous casting
machine of FENO (figure 2(b)) and was measured over one
week. The installation proved to be effective.

Figure 3(b) shows the evolution of the global phase index,
that represents the variability of the measurement of the
device, and the temperature of the coils, during a whole 24 h
casting sequence. The norm of the differences between free
space phase data (for all 240 MIT data) and phase data when
the billet was present inside the MIT sensor is referred to as
theglobal phase index. This is a useful indicator showing
how all MIT measurement data are changing. The recorded
measure values are quite stable. This shows that there was
no major thermal drift and the device was under optimal
thermal conditions. This was a test to show that the designed
cooling system is suitable for working in the harsh operating
conditions.

The MIT system used here was initially calibrated for a
similar task in a low temperature solidification test [10]. In
[10] we studied the solidification using the MIT system and
compared it with the real-time temperature readings from ther-
mocouples inserted inside the liquid wood metal. Such a ther-
mocouple could not have been used in a real casting plant test,
but the experiments in [10] show consistency between temper-
ature data and solidification and MIT conductivity mapping.

2.2. Tomographic image reconstruction algorithms

MIT utilizes an array of inductive coils, distributed equally
around an imaging region, to visualize the electromagnetic
property distribution of the electrical conductivity of an ima-
ging subject. The imaging principle is based on the laws of
induction and eddy currents which are induced in an AC mag-
netic field. The formulation can be obtained from Maxwell’s
equations [11, 12]:

∇× 1
µ
∇×A+ jωσA= Js (1)

where ω is the angular frequency, µ is the permeability, A is
the total magnetic vector potential as a result of the effect of
eddy current induced by the electrical conductivity σ and the
current source Js.

Equation (1) can be solved by approximating the system
as a combination of linear equations in small elements with
appropriate boundary conditions using Galerkin’s approxima-
tion [13]:

ˆ

Ωc+Ωs

(
∇×Ni ·

1
µ
∇×A

)
dv+

ˆ

Ωc+Ωs

(jωσNi ·A)dv

=

ˆ

Ωs

(∇×Ni ·Ts)dv (2)
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Figure 1. MIT system scenario proposed in the SHELL-THICK project to obtain the shell thickness in a cross section of the billet.

Table 1. Real geometry of the model.

Billet size 160 × 160 mm
Coil internal diameter 50 mm
Coil external diameter 65 mm
Coil height 10 mm
Coil thickness 7.5 mm
No. turns 825

where Ts is the electric vector potential and Js =∇× Ts, Ni is
the linear combination of edge shape functions, andΩC andΩS

are eddy current region and current source region or excitation
coil region, respectively.

The right hand side of equation (2) can be solved with the
aid of Biot–Savart’s law. When J0 is the unit current dens-
ity passing through the coil, the measured induced voltage in
the sensing coil can be calculated:

Vmn =−jω
ˆ

Ωs

(A · J0)dv. (3)

Then the Jacobian matrix can be formulated by

J=
∂Vmn
∂σx

=−ω2

´
Ωx

Am ·Andv

I
(4)

where σx is the conductivity of pixel x and Ωx is the volume
of the perturbation, An is the forward solver of the sensor coil
excited by the unit current, Am is the forward solver of excit-
ation coil m excited with I. Several laboratory-based experi-
ments with known shapes and materials were used to compare
the output of the forward model, the phase of the inducted
voltage from equation (3) and real experimental data [10]. This
shows that the forward model and lab-based experiments are
almost identical. This points to the accuracy of the model as
well as the high level of accuracy in the design of the sensor
and the electronics. This paper then uses the same instrument
and the forward model in the harsh environment of real con-
tinuous casting.

The inverse problem in MIT is defined as the retrieval of
the unknown electrical conductivity distributions of the target
from the measured voltage Vmeasured [14]:

Vmeasured −F(σ0) = J(σ−σ0) (5)

where σ0 is the initial estimate conductivity, F (σ0) is the ini-
tial estimate voltage obtained from forward problem, J is the
Jacobian matrix obtained from the forward problem.

Ordinarily, the inverse problem can be characterized by
solving the least-square problem:

σα = argmin∆σ(∥J∆σ−∆v∥2). (6)

A state-of-the-art total variation regularization, defined by
adding a penalty term to equation (6), has been carried out in
this paper for solving the inverse problem:

σα = argmin∆σ(∥J∆σ−∆v∥2 +α∥∇∆σ∥1) (7)

where α is the regularization parameter, ∥∇∆σ∥1 is the total
variation functional,∇ is the gradient and ∥ · ∥1 is the l1 norm.

The theory of different types of TV inverse solvers has
been explained and investigated in detail in [14, 15]. The TV
algorithm is to solve the constrained optimization problem:

∆σ = argmin∆σ∥∇∆σ∥1suchthat ∥J∆σ−∆v∥2 < ρ (8)

where ρ accounts for the noise data.
As anisotropic TV can produce reconstructed images with

different properties in every direction. This version of the dis-
crete TV functional is adopted as the proposed algorithm in
this paper:

∥∇∆σ∥1 = αx ∥∇x∆σ∥1 +αy ∥∇y∆σ∥1 +αz∥∇z∆σ∥1.
(9)

3. Modelling of the continuous casting process

The FENO industrial continuous casting (CC) process was
simulated in order to obtain information on billet shell thick-
nesses for the analysis and validation of the measurements of
the new MIT device. The information provided by this simu-
lation about the temperature and thickness evolution along the
strand was also very useful for the design and the definition of
the location of the MIT device sensors.

Initially, several CFD (computational fluid dynamics) sim-
ulations using ANSYS Fluent were performed for the target
steel grade of the study (the Fe50 steel grade) and at different
casting speeds. But the casting speed during the actual CC pro-
cess in FENO is not stationary and, in addition, during theMIT

3



Meas. Sci. Technol. 31 (2020) 065401 M Soleimani et al

Figure 2. (a) The MIT device, (b) installation at the end of the secondary cooling chamber of FENO.

Figure 3. (a) Global phase index. (b) Coil temperature during casting.

Figure 4. FENO continuous casting machine layout: section A (10 m), section B (14 m) and section C (15.5 m).
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Figure 5. Liquid fraction evolution along the cooling zones (a) and after the secondary cooling chamber (b).

system test the casting speed used was different from those
simulatedwith CFD, between 2.2 and 2.8mmin−1. Since CFD
simulations require long computation times, it was decided to
simulate the FENO industrial continuous casting process with
a TECNALIA’s in-house CC thermal model that requires very
short computation times, supports transient conditions andwas
also validated with temperature measurements and compared
with CFD simulations.

3.1. Continuous casting machine layout

The FENO continuous casting machine is a six strands
machine for 160× 160 mm billets, with four zones of second-
ary cooling and somewater-cooled panels after the withdrawal
unit. Figure 4 shows the layout of the machine, indicating the
positions that were initially defined for the installation of the
MIT device: section A, at the end of the secondary cooling
chamber, and section B and section C within the water boxes.

3.2. CFD modelling

A 3D CFD model for a 160 × 160 mm billet was implemen-
ted using ANSYS Fluent code. The model covers from the
tundish pouring exit to the cutting shear, with a total strand
length of 25 m from the meniscus level. In order to impose the
heat extraction in the different cooling zones along the strand
length, the following boundary conditions were used.

• Primary cooling (mold heat extraction): a UDF (user
defined function) was programed to impose the local heat
flux varying along the length of themold according to equa-
tion (10), which was adjusted with bibliography informa-
tion:

q(z) =
αρwCwQ∆TTw

Pm
∗ e−αz

1− e−αHme
(10)

where α is an experimental constant (1 m−1), ρw is
density of water (kg m−3), Cw is specific heat of water
(j kg−1 k−1), Q is volume flow rate of cooling water
(m3 s−1), Pm is perimeter of the tube mold (mm), hspray =

1570×Q0.55
w [1−0.0075×Twater]

β is distance from meniscus (m) and
Hme is mold length in contact with the steel (m).

• Secondary cooling: a mixed boundary condition of radi-
ation with the ambient conditions of the cooling chamber
and forced convention from nozzles was applied. The sec-
ondary cooling has four zones: foot roll, zone 2, zone 3 and
zone 4. The HTC (heat transfer coefficient) for each zone
was calculated using Nozaki’s law:

hspray =
1570×Q0.55

w [1− 0.0075×Twater]

β
(11)

where Qw is water flux in the spray zone (l m−2 s−1),Twater

is temperature of water (◦C) and β is a machine coefficient.
For the adjustment of the machine coefficient, several

measurements of the billet surface temperature were done
with a thermographic camera (before and after the with-
drawal unit) for a Fe50 steel grade with the same casting
parameters as those used in the CFD simulations.

• Zones exposed to air and to water panels: a mixed bound-
ary condition of radiation and natural convention with the
ambient temperature was applied. The heat transfer coef-
ficient and ambient temperature is different at each zone
depending on its location along the strand.

Figure 5 shows a general view of the evolution of the liquid
fraction in the symmetry and transversal plane at different pos-
itions along the strand, from the mold exit to the water boxes
location, obtained for the CFD simulation of the steel grade
Fe50 and the casting speed 2.65 m min−1.

Figure 6 shows the contours of the liquid fraction of a cross
slice of the billet at different positions of the strand length,
starting from the mold exit and ending at the water boxes pos-
ition. The top of each image corresponds to the internal radius
face (top face) and the bottom to the external radius face (bot-
tom face) of the billet.

The CFD simulation results were validated with
temperature measurements of the billet before and after the
withdrawal unit with a thermographic camera and with a

5
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Figure 6. Liquid fraction contours of a cross slice of the billet at various positions of the strand.

macro-etch of a slice under the simulated conditions. The
temperatures obtained with the CFD simulation at the same
location as the plant measurements were within the range
of measured values. In addition, a good correspondence was
observed between the location of the final segregation from
macro-etch with the final solidification point calculated in the
CFD simulation.

3.3. Thermal simulation supporting transient conditions

The continuous casting thermal model developed by
TECNALIA predicts the temperature distribution, the shell
thickness and the metallurgical length during the solidification
process of a billet in a continuous casting machine. The model
solves a transient 2D case. Several cross sections of the billet,

6
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Figure 7. Temperature measurements on one side of the billet before (a) and after (b) the withdrawal unit in comparison with the thermal
profile obtained by the thermal model for the same place on the billet.

Figure 8. Comparison of the temperature contours obtained with the CFD simulations and the thermal model (Fe50 steel grade and
2.65 m min−1 casting speed) in the position where the MIT device was tested (end of the secondary cooling chamber).

distributed along the strand, move through the continuous
caster. The model considers the heat exchange with the
mold wall and afterwards with the secondary cooling system,
rolls and ambient environment. The differential equation
that governs the heat transfer and is solved by the model is
expressed as

∂2T
∂x2

+
∂2T
∂y2

+
Q
k(T)

=
ρ(T) ·Cp(T)

k(T)
∂T
∂t

(12)

where ρ, Cp and k are the density, specific heat and thermal
conductivity of the steel grade depending on the temperature,
T is the temperature and Q is the transferred heat from the
exterior. The thermophysical properties of the steel grade, such

as conductivity, specific heat, latent heat, density, and liquidus
and solidus temperature are calculated by a commercial soft-
ware, and depend on steel composition.

The model can solve steady state and transient conditions.
In the steady state mode, the process parameters, such as
the casting temperature/speed and primary/secondary cooling
flow rates, are considered to be constant throughout the simu-
lation. In the transient mode, these values can change in each
iteration with the actual process parameters.

The configuration of the FENO continuous casting
machine (mould geometry, configuration of the second-
ary cooling (nozzles type and distribution, rolls, etc),
unbending rolls, supporting rolls and water boxes after

7
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Electrical conductivity map Thermal map

(a) (b)

(c) (d)

Figure 9. (a) 2D electrical conductivity map and (b) thermal maps of the cross section of the billet at the tomography device position for the
analyzed frame (frame 150 654 corresponding to the minute 3332 of the test), (c) movement of billet in x and y in mm for 1300 frames, (d)
distance from central point in 1300 frames.

the straightener) was implemented in the model and then
validated.

Firstly, the model was validated with temperature measure-
ments. The temperatures on one side of the billet, before and
after the withdrawal unit, weremeasured with a thermographic
camera during heating of the Fe50 steel grade. The actual pro-
cess parameters of the heat were used as input for the thermal
model in order to simulate the solidification process of the
heat. Figure 7 shows images and graphs of the temperature val-
ues, before and after the withdrawal unit, along a line across
the measured face, and the thermal profile obtained by the
thermal model along the vertical line of the billet face where
the temperature was measured. As can be seen, the results of
the thermal model are in accordance with the experimental
data (less than 10 ◦C difference in the central point of the face).

Finally, the CFD simulations for the Fe50 steel grade and
the casting speeds of 2.65 and 3 m min−1 explained above

were compared with the results of the thermal model using the
same casting parameters as those used in the CFD simulations.
Figure 8 shows the temperature contours of the billet section
obtained from the CFD simulation and the thermal model at
the position where the tomography device was finally installed
and tested. As can be seen, the solidification front obtained in
both cases is quite similar.

From the results obtained with the thermal model for
the external surface of the billet (simulated temperatures in
line with the measured temperatures) and for the interior of
the billet (solidification fronts similar to those obtained with
the CFD simulations), the authors consider that this thermal
model is a valid alternative for obtaining the thermal maps
of the FENO continuous casting process corresponding to
the heating carried out during the MIT device field test, and
thus facilitates the analysis and validation of the electrical
conductivity maps.
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Figure 10. The reconstructed electrical conductivity maps of some frames after the dummy bar extraction for two Fe50 steel grade casting
sequences start. The blue line represents the normalized values of phase difference measured by the tomography device.

4. Results and analysis

4.1. Reconstructed images of the solidification front

As mentioned before, the anisotropic TV algorithm is
employed to reconstruct the 2D electrical conductivity maps
from the data measured by the tomography device installed in
the secondary cooling chamber.

Figures 9(a) and (b) shows the reconstructed elec-
trical conductivity map and the thermal map obtained with
the TECNALIA thermal model, using the actual process

parameters, for a selected test time. As can be observed, the
internal contours (solidification front) obtained by the MIT
have the same shape as those obtained by the thermal model:
a circular shape. It is possible to compare and calibrate the
thermal model with MIT images, although in the absence of
a gold standard measurement for interior thermal measure-
ments it is fair that we leave the analysis of the accuracy for
future studies. The thermal models are an image of the tem-
perature profile with no movement. In reality, the billet can
move, so to enable the comparison of the MIT images with

9
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Figure 11. 1D normalized distribution of the reconstructed electrical conductivity values at the center lines for the frames analyzed.

Figure 12. Evolution of the casting speed during the time period selected for the MIT device test.

Figure 13. Demonstration of thickness of solid layer and solid +
mushy layer.

the thermal model we need to account for positional move-
ment of the billet. This can be done using MIT images and
the method proposed in [15]. Figures 9(c) and (d) show the
relative movement between the MIT coil array and the billet
(mainly due to the billet’s mechanical movement). Although
the movement could be measured by an additional device, the
MIT device can reliably provide a good account of the billet

movement that is considered when comparing a thermal model
with theMIT images. This shows a movement of a fewmm for
the billet, mostly vertically.

4.2. Conductivity maps after the dummy bar extraction

At the beginning of a new casting sequence, the dummy bar
is extracted together with the head of the billet that is totally
solidified. Therefore, the analysis of the evolution of the meas-
urements after the dummy bar extraction allows the analysis
of the evolution of the measurements in the transition from a
fully solidified section to a solid-mushy one.

Figure 10 displays the reconstructed electrical conductiv-
ity maps for nine frames after the dummy bar extraction in
two Fe50 steel grade casting sequences start (about minutes
3219 and 6822). With the scanning capacity of the device, a
frame corresponds to about 1.3 s. Besides, figure 11 shows the
1D normalized distribution of the reconstructed electrical con-
ductivity values at the centre lines for the selected frames of
conductivity maps. Movement of the peak (a shift to the right
or left) on these 1D figures correspond to the billet movement
such as the ones shown in figures 9(c) and (d). The images in
both figures show the evolution of the conductivity values that
can be seen in the MIT images The changes in conductivity

10
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Figure 14. Evolution of the thickness of the solid layer and solid + mushy layer obtained by MIT (using the Cs & Cl values) in comparison
with the thickness obtained from the thermal maps, throughout 280 min of casting of Fe50 steel grade.

Figure 15. Evolution of the normalized values of phase difference
measured by the tomography device during the whole test.

during the extraction of the dummy bar can be high compared
to normal operation. It starts with almost constant values for
conductivity in the entire billet section, when the temperat-
ure is low and there is only a solid phase, and later, when
the temperature of the billet increases and therefore the mushy
phase appears, the electrical conductivity values in the middle
of the section increase. Subsequently, this reaches normal
operation in the continuous movement of the hot billet.

The two sets of results prove clearly that the measurements
are consistent, and the system can detect the transition from a
fully solidified section to a solid-mushy section.

4.3. Conductivity maps along the process

A 280 min period of the field test of the MIT device for a
Fe50 steel grade casting was analysed to study the evolution
of the shell thickness along the process. Figure 12 shows the
evolution of the casting speed in the selected time period, that
ranges from 2.2 to 2.8 m min−1.

With the reconstructed data acquired during the test, it was
not easy to detect marked changes in the conductivity val-
ues along the billet section. Therefore, it was not conveni-
ent to obtain a sharp distinction between the different solid–
mushy–liquid boundaries. Therefore, in order to calculate the
thickness of the solid layer and the thickness of the solid and
mushy layer (see figure 13) from a reconstructed electrical
conductivity map, we used a mapping function for the thermal
distribution and electrical conductivity map obtained for a
reference frame. This allowed us to obtain the electrical con-
ductivity values corresponding to the solidus semperature (Cs)
and the liquidus lemperature (Cl) of the target steel grade.
Then, these values were used to calculate the shell thick-
nesses in the rest of the frames. In this test, the reference
frame was selected within a stable period in the process
parameters, obtaining the following values:Cs = 25 745 sm−1

and Cl = 31 011 s m−1.
Once the Cs and Cl values were obtained, the process to

calculate the shell thicknesses in any frame was as follows: (1)
obtain the electrical conductivity map in the frame; (2) obtain
the minimum distances from the left/right/top/bottom side to
the contour corresponding to the Cs value on the conductivity
map; (3) the thickness of the solid layer will be the average of
the above four values; (4) obtain the thickness of the solid and

11
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Figure 16. Evolution of the normalized value of phase difference measured by the tomography device during 300 min of a Fe50 steel grade
heat including the casting start and evolution of the shell thickness obtained by MIT (a) for entire P1 and P2, and (b) for P2.

Figure 17. A 2D plot of the middle of the billet along the time analyzed showing as reference the normalized value of phase difference
measured by the MIT device (a) for P1, and (b) both P1 and P2.

mushy layer in the same way but using the Cl value. The same
method was used to calculate the thicknesses with the thermal
maps but using the values of Cs and Cl.

For each minute analyzed, figure 14 displays the thick-
nesses of the solid layer and solid and mushy layer obtained
with theMIT system and the thermal maps, calculated with the
TECNALIA thermal model with the actual process parameters
recorded during the test.

As can be observed in the figure, the evolution of the thick-
nesses obtained with the thermal maps is in line with the evol-
ution of the casting speeds (see figure 12). During the first
60 min, with low casting speed, the average thickness of the
solid layer is about 42.7 mm and then, when the casting speed
increases, the average thickness decreases to about 39 mm.

Similarly, for the thickness of the solid + mushy layer, dur-
ing the first 60 min the average thickness obtained is about
58 mm (i.e. an average radius of liquid area of 22 mm) and
then decreases to about 53.9 mm (average radius of liquid area
of 26.1 mm). In general, for the process parameters used dur-
ing the test, the variation in the thickness of the solid layer
obtained with the thermal maps is in a narrow range of 5 mm,
and the variation in the thickness of the solid and mushy layer,
slightly greater, in a range of 6.5 mm.

With respect to the values obtained with the MIT system,
as shown in the figure, the values of the thickness of the solid
layer obtained are quite stable along the whole period, the
average thickness is about 40 mm with a variation range of
about 2.5 mm. For the solid and mushy layer, the average

12
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thickness is about 55.5 mm. According to the results, it seems
that the changes in the casting speed are not reflected in the
shell thicknesses obtained with the MIT system, although it is
important to take into account that therewere not large changes
in the casting speed during the test, they were in the range
[2.2–2.8] m min−1, and therefore there were not large changes
in the internal structure of the billet.

Figure 15 shows the normalised values of the phase dif-
ference measured by the tomography device during the test,
calculated every 7 min. It can be observed that the values are
quite stable with a very narrow range of variation, except in the
case of several large peaks where the value decreases to almost
cero, corresponding to sequence changes, and which are fol-
lowed by a rapid increase after the dummy bar extraction due
to the transition from solid to solid-mushy state, as was seen
previously (see figure 10). The dashed square highlights the
time period that is analysed in more detail in the next figures.

The selected time period includes the 280 min where the
shell thickness evolution has been analysed above and some
previous time corresponding to the sequence change, 300 min
in total. Figure 16 shows the results measured by the MIT
device for the evolution of the normalised value of phase dif-
ference and the shell thickness of the solid layer with the Cs

and Cl values method respectively. It can be observed from
the figure that the solid thickness obtained by MIT follows the
trend of the data captured by the device.

Besides, figure 17 displays a 2D plot of the middle of the
billet along the analysed time, which indicates a legible link
between the data captured by the device and the reconstructed
conductivity maps.

From both figures a clear correlation can be observed
between the data captured by the device, the reconstructed
conductivity maps and the shell thicknesses obtained by MIT.
So, when there is a large change in the data, for example dur-
ing the dummy bar extraction and the transition from solid
to solid–mushy state, there is also a large change in the shell
thicknesses. And when there are almost no changes in the data,
for example during the 280 min analysed, no relevant changes
in the shell thicknesses are observed either.

5. Conclusion

The MIT device was successfully installed at the end of the
secondary cooling chamber of a continuous casting machine.
The test showed that the temperature of the copper coils of
the device was stable and therefore that the designed cooling
system is suitable to work in the harsh operating conditions.
In addition, the results obtained with the new MIT system
and proposed anisotropic TV inverse algorithm show the
capability of the system to monitor the solidification process
deep inside the billet. These are the first results of their kind,
as far as the authors are aware.

With the real plant data acquired, it is possible to recon-
struct the shape of the solidification front and analyse its evol-
ution (increase/decrease) over time. Analysing the accuracy of
theMIT data is a challenge since there are no other devices that
can do the same measurement. CFD and thermal models can

be an alternative to evaluate the consistency of data. Extensive
CFD models and a full appreciation of all control parameters
in the whole continuous casting process is needed to evaluate
the accuracy of theMIT systemwith higher resolution. But for
now, this is a very promising result for the birth of a new tool
for continuous casting. The billet movement can be derived
accurately using MIT images, allowing a more robust com-
parison between MIT images and thermal map images.

The evolution of the shell thickness along a casting of the
Fe50 steel grade was also analysed. We clearly observed that
with the proposed MIT tool it is possible to detect changes in
the internal structure of the billet. Themore extensive changes,
for example during the extraction of the dummy bar, show that
the system can detect the change in electrical conductivity and
hence the solidification process. In order to detect changes of
a fewmillimetres in a billet of size 160 mm× 160 mm, further
optimisation of the system may be needed. Some of the poten-
tial improvements identified to achieve a higher sensitivity and
resolution of the system are: (i) to reduce the frequency of the
device, in order to increase the penetration depth, and (ii) to
enlarge the coils, reducing their number, in order to improve
the signal-to-noise ratio. But for now this is a very promising
result for the birth of a new tool for continuous casting.
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